
Plank Plank Herringbone Plank Herringbone Treads

Dimensions panel 121,9 cm x 22,8 cm 152,4 cm x 22,8 cm 75 cm x 15 cm 152,4 cm x 22,8 cm 75 cm x 15 cm 130 cm x 39 cm x 5 cm

m² per package 2,22 m² 1,74 m² 1,58 m² 4,17 m² 2,93 m² N/A

Panels per package 8 pieces 5 pieces 14 pieces 12 pieces 26 pieces 2 pieces

Weight per package 18,90 KG 18,42 KG 16,54 KG 20,12 KG 14,11 KG 11,60 KG

Total thickness 5 mm 8,0 mm

Wearlayer thickness 0,55 mm 0,30 mm

Abrasion class / Usage class 23/33 – intensive residential and - commercial use 23/33 – intensive residential and - commercial use

Warranty 15 years 15 years

Impact sound insulation 55 dB N/A

Reaction to fire Bfl-S1 Bfl-S1

Suitable for office (wheel) chairs ✓ ✓

Resistance to chemicals (EN 423) ✓ ✓

Dimensional stability <0.2% <0.2%

Light fastness (ISO 105-B02): >6 >6

Wear resistance (EN 660-2) Group T Group P

Anti-static <2kV <2kV

Residual identation (ISO 24343-1) <0.05 mm <0.05 mm

Slip resistance (DIN 51130) R9 R9

Repetition factor ≥ 4 (extrusion) ≥ 4 (extrusion) ≥ 12 (extrusion) 4 12 N/A

VOC Emmission A+ A+

Integrated subfloor Yes N/A

Integrated subfloor thickness 1 mm N/A

Material SPC (Stone Polymer Composite) WPC (Wood Polymer Composite)

Bevel 4-sided, micro bevel N/A

Finish PU Coating N/A

Wearlayer structure Wood Emboss Stair Tread Emboss

Suitable for floor heating/cooling Yes, up to 27°C Yes, up to 27°C

Thermal conductivity R = 0,05 m²·k/W R = 0,08 m²·k/W

Requirements for the surface Surface must be flat, dry and clean. Surface must be flat, dry and clean.

Fixation method Välinge 2G Click Välinge 2G Click Välinge 5G Click Install using PVC glue or assembly kit.

Glue/adhesive type N/A Fiberglass-reinforced or assembly kit.

FLOOREX CQA: Specifications STAIR TREADS: FLOOREX CLICK: FLOOREX 6.5 MM DRYBACK: FLOOREX 2.5 MM

4-sided, micro bevel 4-sided, micro bevel

CLICK: FLOOREX 5.0 MM

6,5 mm

0,55 mm

23/33 – intensive residential and - commercial use

15 years

54 dB

Bfl-S1

✓

✓

<0.2%

>6

Group T

<2kV

<0.05 mm

R9

A+

Yes

1,5 mm

SPC (Stone Polymer Composite)

23/33 – intensive residential and - commercial use

✓

✓

<0.2%

>6

Group T

<2kV

<0.05 mm

R9

A+

N/A

N/A

2,5 mm

0,55 mm

15 years

55 dB

Bfl-S1

PVC

Glue down using PVC glue

N/A Fiberglass-reinforced

PU Coating PU Coating

Surface must be flat, dry and clean. Surface must be flat, dry and clean.

EIR, Embossed in Register EIR, Embossed in Register

Yes, up to 27°C Yes, up to 27°C

R = 0,06 m²·k/W R = 0,03 m²·k/W




